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System requirement

Processor-Pentium Il and above

At least 32 MB of RAM

100 MB free space on the hard drive
CD-ROM Drive

Operating system — windows XP

Software installation

Insert the CD into the CD_ROM drive

2. .
Click twice on MY_COMPUTER icon

.Click twice on the CD ROM icon ‘5)

Click twice on the setup icon

The installation screen will appear as follow

:'1 Setup

Guate-Keeper

Welcome %]

Welcome ta the Gate-Keeper Setup program. Th;Ls program wil
install Gate-Keeper on your computer.

Itis stfnngly recommended that you exit all Windows programs
before wiring this Setup program.

Click Cancel to quit Setup and then close any programs you have:
tunning. Click Mext to continue with the Setup pragram

MWARMING: This program is protected by copyright law and
intemnational treaties. :

Unauthorized reproduction ar distribution of this program, or any

‘partian of it, may result in severe civil and criminal penalties, and
will be prosecuted to the maximum extent possible under law.

| rsfallShield

< Back I Mert> I Cancel
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Click NEXT to continue

Gate-Keeper

Choose Destination Location
Selup wil install G ate-Keeper in the folawing diector
To install to this directory, click Next.
Toinstall to a different directary, click Brawse and select another
directony, : o

*r'ou can choose not to install Gate-K.eeper by clicking Cancel to
exit Setup; :

Destination Directory
’V[E‘\nglamF\Ias\Be—Cnnn&Ea]e:Keepa[] Browse... | ‘
< Back n Hewt > IJ Cancel |

IpretallShield

Click NEXT to continue
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When the entire file copied successfully the following screen will appear.

;!j. Setup

Gate-Keeper

Setup Complete

Setup has firished copying files to your compiter,
Setup will now launch the program. Select your option below

I™ Wes, Launch the program fle.

Click Finish to complete Setup.

|pretallShield

Click FINISH to end the installation
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First time operation
1. The software has created an icon on your desktop m

2. Click twice on the icon and the following window will appear.
Now you need to type the password you were given or type 1234 then OK.
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The next empty screen will appear.

% Gate Keeper
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New project
To start a new project press the FILE pull down and then the NEW PROJECT tab.

% Gate Keeper

e

Mew project. ..

Be-Conn Control Gate
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The next window will appear

I3 New Project...

Controller serial nu:u.:l -I 'I

Software key: I _ I

Folder: I

Ik | Cancel |

=10] ]

Browes |

Pleas type the controller serial no and the software key.

Note: on the back of the box you will find all the numbers you need.

When finished, click BROWES to save the new project

I3 New Project...

Controller serial no.: ID?MEIE = IEH:”:IDDE| - IEBE|1

Software key: |nnm35 _|a1:znz

=10] ]

Folder: I

Ik | Cancel |
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The next window will appear

Open
Look in: | < Local Disk (D] x| « & cf EB-
backup [Chouter [hfax I=iMp3
BACKUPFILES | dev-project |CS)FLASH EFFECTS s
BECOMMOS [ChDigical Cam Pictures [ fms [y <
BECOMMO [Chdvdsp [C5HHH [aray <
BECOMMOS [Chdwrz [Chome [CMav;
Be-conn [CIERCcoreDsrs [CIMacros [Cinaw:

|4 | i

Filz: name: |gate phone list | Open I

Files of type: IGateKeeper project =] Caneel
- =
Now choose the directory on which you want to save your project and open it.
Click OK .
I3 New Project... O] x|
Controller serial no.: ID?MEIE = IEH:”:”:”:”:| = IDSE|1

Software key: |nnm35 _|a1:znz

Folder ID:"-,Eie—cunn"-,cIients database\gate phone list.gkp

QK | Cancel |
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Chapter 3 — Adding numbers to the system.

Numbers table

't GateKeeper - gate phone list
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Adding a user
To add a user to the table click the USERS tab and then ADD USER.

l'flEatEKEEper - gate phone list

File Controller | Users Tools Help

B Add user, .
Madify: uset, .,
Delete user hone number |——

Find user. ..
Irmport from Excel. ..

Calander | Users

The ADD USER window will appear.

F's Add User
— ser Details

Mame: - :
Cancel |

Fhone:

Restrictions »» |

Fill the name and the phone number (no spaces) and click OK.

ﬁ?; Add User =]

— Uzer Details
k.

Marrie: Bill Stanford

Cancel

Phone: |0544123456

Festrictions »2

Be-Conn Control Gate
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A new line added to the table.

Continue with the rest of the numbers.

Mame Fhone number | Feriod | Tims |

Day of weelk

Adding a temporary user

There are three types of temporary users
Let's look at all of them.
Click the add user again and now click RESTRICTIONS

llaﬂdd User |0l =]
— Lser Details
[armne:
Cancel |
Fhone:

Festrictions »>» |

The following window will appear

Be-Conn Control Gate
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FErmrm: 441 5/2005 |—’

Cneens B

@ m:z- m:z.

st Ko Tu e Th Fr Ba

T 2 I T U N

This is the temporary user window
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1. Let's say you need this temporary user to losvalll to open the gate between the first and the
fifth of January 2005.

First enter the name and the phone number of thie us

Then mark the PERIOD option and just fill the cotrgates by clicking the pull down and
choosing from the calendar

I'E Add User =]

— Uzer Details
k.

Mame: [|ohn smith

Cancel

Phane: 0544124678

<< Unlirnited
%erind
From: | 5/19/2005 |
Tor | 4p19/2005 |

I Time

fEramm: Iﬁﬁ : Iﬁﬁ
T Iwil : Iﬁil

- Day of week

Be-Conn Control Gate
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— User Details
)4
Mame: [1ohn smith
Cancel

Phone:  |0544124578

<< nlimited

—Iv Feriod

From: | 5192008 |

4| May. 2005 b |
Sun kon Tue “Wed Thy Fri Sat

To:

1 Time
1 2 3 4 & & 7
From: [ 8 9 10 11 12 13 14
15 16 17 18 4E» 20 21
i 22 23 24 25 26 27 28
28 30 31

T Day d = Today: 4/19/2005

Sh K Tu e Th FBr Sa
F ¥V F F FF ¥ ¥

Click OK to save
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2. Lets say you wand this user to be able to open the gate every day between  7:00 AM
to 5:30 PM.
First enter the name and the phone number of tiie us

Then mark the time option and set the coties period.
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3. The third option is to allow a user to open the gate on selected days.
First enter the name and the phone number of the user.

Then mark the DAY OF THE WEEK option and
mark the days the user will be allowed to open the gate.

Note:
It is possible to combine rules (e.g.- user camdpe gate on sundaes and Mondays
between 8:00 to 15:00)
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Deleting number from the table

Mark the line you want to delete and right clicksmall manu will appear
Click DELETE USER

The following window will appear.
Click YES to confirm.
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Searching a number

Click the USERS pull down and then the FIND USER tab.

The following window will appear
Fill the name or the number of the user you are looking for and click FIND.
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If the use is in the list the following table will appear.

Mark the line with a double click.

And you will get the proper line on the main table.
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Editing and modifying user

Right click the user line and a small menu will appear.
Click MODIFY USER.

Modify the user and click OK to save.
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Saving the project

Click the FILE pull down and then the SAVE PROJECT tab.

Calendar

The calendar enables GATE KEEPER to close or open the gate at specified days
and time automatically.

First click the calendar tab on the left side.

This is a weekly automatic definition table

Be-Conn Control Gate
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To define the way the gate will operate on Sunday mark the GATE OPEN option on
Sunday and choose the time you want the gate to be constantly open.

Do the same for every day of the week that you wand the gate to stay open.
When the END TIME will come the gate will close automatically.

Be-Conn Control Gate
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Calendar-special events

Click the SPECIAL EVENT tab to enter the calendar

Here you can define how the gate will operate spexial occasions.
(Holydays ET...)
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Mark the date you want to edit and right click on it
A small Manu will appear
Click the ADD ACTION tab

Be-Conn Control Gate
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The following window will appear

Now we will tell the gate how to

operate on Friday 6™ of may 2005

As you can see we tolled the gate to stay open from 6:00 until 17:55 and then to close
automatically and return to normal operation.

A small note was added to the c

Deleting event

Click the proper date
Right click the event

A small menu will appear
Click DELETE EVENT

Be-Conn Control Gate

v
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Editing event

Right click the proper event
A small menu will appear
Click MODIFY EVENT

The following window will appear

Double click the proper line and the next window will appear

Make the changes you want and click OK to save.
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It is possible to have two events on the same day
On the following example the gate will be open from 13:00 to 14:30 and then closes.

At 17:00 it will open again and stays open until 18:30 when it closes again.
The table will look like this.

Be-Conn Control Gate
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Alarms

Click the alarms tab and the above window will appear.
Here it is possible to define who will receive alarms from the system via SMS.
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There are three alarms which can be expanded to eight.
Let's define alarm No' 1 (input 1)

First let's define who will receive the alarms.
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The recipients list is devided to a general recipients and a list of recipients for each alarm
By clicking the ADD button the ADD RECIPIENTS table will open.

Click ADD

Type the name and phone number and then OK

Be-Conn Control Gate
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Now define what alarm will be send.
Mark the SEND MASSGE.

Set the Delay time before sending the alarm.(optional)
Type the alarm text in the blank window.

Be-Conn Control Gate
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It should look like this.

Define how many times the alarms will be send and the delay between them.(minimum 5
min)
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It is possible to send an "end alarm" massage

Now add the recipients for this alarm
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Mark the recipient's name and click <<<
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Chapter 4-loading the numbers to the gate keeper

Click CONTROLLER pull down and then connection details

The following window will appear

Be-Conn Control Gate
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Mark the MODEM

Enter the data number of your SIM CARD and the password
Then click SETTING.
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Fill in the following details

Click OK and you are back.

Click OK and you are back at the main window.

Be-Conn Control Gate
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So far you have entered the phone numbers of the users into the PC.
Now you will have to send it to the GATE KEPPER CONTROLLER via your modem.

1. To start click CONNECT.

Look at the status line

Be-Conn Control Gate
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When the connection procedure complete the following window will appear.

You are now connected to the gate keeper via modem.
Pay attention to the status line.

* If an error massage appears try to connect once again
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Sending the data to the controller

Pay attention to the buttons on the right of the table, they are now active.

Click the SEND button.

Now pay attention to the status line.
When "Finished" appear all the data was transferred successfully to the controller.
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Adding a single user to the controller
To add a single user from the table just mark the user and click ADD USER.

Deleting a user from the controller

To delete a user from the controller just mark the user end click DELETE USER.
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History log file

The controller keeps a log file of the last 1000 calls.
Click the HISTORY tab
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Connect the controller and click RECIVE.
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The log file will be downloaded to the table.

Pay attention to the status line. It will indicate the progress.
As you can see the table show the name and number of the users that opened the gate
and also the time.

Note that unauthorized users are marked with X

Be-Conn Control Gate



Be-Conn Gate Keeper -

Disconnecting

When you done click DISCONNECT.
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System description

Upper connector

Antenna

Front panel

\ 4

v \4
Indication lamps Lower connector RS-232
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Installing the SIM-CARD.

1. First remove the front panel by inserting a small flat screwdriver into the opening

and gently push up.
2. Push up the SIM CARD holder and gently open it.

3. Now insert the SIM CARD into its place and gently close it.

4. Place the front panel back.

Be-Conn Control Gate
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Connecting the GATE KEEPER

Open gate command

A

A

A

A




